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Technical specification OF-B90-4 OF-B90-15

Voltage 230 230

Frequency 50 50

Motor
0.61
0.45

0.61
0.45

Displacement
91

3.25
91

3.25
91

3.25
l/min.
CFM

FAD@ 5 bar
49

1.75
49

1.75
49

1.75
l/min.
CFM

Max. pressure 
7

101
7

101
7

101
bar
psi

Max. current 2 2 2 A

Tank size
3.5
0.93

15
3.96

24
6.34

liter/litres
gallon

Weight
15

33.07
19

41.9
21

46.3
kg
lbs

Noise level 58 58 58 dB(A)/1m

Thermal protection   

Duty cycle S1 ~ 100% S1 ~ 100% S1 ~ 100%

Dimensions (l x w x h)
300 x 360 x 335

11.8 x 14.2 x 13.2
350 x 350 x 560
13.8 x 13.8 x 22

400 x 400 x 590
15.7 x 15.7 x 23.2

mm
inch

Equipped with filter regulator as standard.
Technical changes reserved.
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BLUE-LINE L-B50 BLUE-LINE OF-B90



BLUE-LINE

Technical specification L-B50-4 L-B50-15

Voltage 230 230

Frequency (*) 50 50

Motor
0.46
0.34

0.46
0.34

Displacement
50

1.77
50

1.77
50

1.77
l/min.
CFM

FAD@ 8 bar
32

1.13
32

1.13
32

1.13
l/min.
CFM

Max. pressure
8

120
8

120
8

120
bar
psi

Max. current 2.9 2.9 2.9 A

Tank size 3.5 15 24 litres

Weight
22

48.5
25

55.1
27

59.5
kg
lbs

Noise level 45 45 45 dB(A)/1m

Thermal protection   

Duty cycle S3 ~ 50% S3 ~ 50% S3 ~ 50%

Dimensions (l x w x h) 360 x 300 x 340 
14.2 x 11.8 x 13.4

360 x 360 x 580 
14.2 x 14.2 x 22.8

400 x 400 x 590 
15.7 x 15.7 x 23.2 inch
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Equipped with filter regulator as standard.
Technical changes reserved.
* Different frequency upon request.6
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